
D. 1. CARBON ADSORPTION MONITORtr\IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

f 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~lfV\e_.\ r~ 

Date of lgspection: { f l( I Time: 

. . ...;._\) uh / ~ · 5~oo 
Shift~or S~cond) 

.-

Monitor iD: y1f\ . 
{)I Rote 9cooo 

Instrument Calibration Gases: ]2 ~.~ . (( 51 cG~e 
. ( )(') ,l ( -

Background Instrument Reading: ""-J i 

I .2 
Location of Carbon Unit Status Inlet - Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
~ 

-· 
-

CARBON · oR{1LARE]) 

-

SDS Shredder---' Runnfng Down 7x. i 0 H \fV ./ 
.,...., -., ~--, 

ATDU I OWS . Ru7ng Down 

~7JfA> H \fv () /?6 
.-, ~ -

Area 8 --Tanks 52,53,54 Runrg Do/ 
L~O 2.,7) vq ~rv --- ~ 

(Tanks 02 through 04) 
-

Distillation Unit Running D7 ,q -
0 V'-! - --

,. .. 
Tank 51 . Running Down 0 r 3 I 0 f) vv -

/ 
- -

.. 
-

Tank 55 Runn7 Down 
~ 13\/:52 t/} - - -
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D. 1. CARBON ADSORPTION MONITORII<i!G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Ret;ord Keeping Requirements (c) 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14CA:RBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 
.. .t \ _/ 

·rr~ ':" 
··~·- -~. 

Date of ln.~ec~ibn: .. ~ ~/ j Time: 

. 
j .! • 'I :, ·, / 

Shift~fFifstor S
econd) 

.~ 

"'~~_..,-"""'·--'' 

Monitor ID: t<~.:1~ ,:c···--... .. / \. 

Instrument. Calibration Gases: J~ '() 
. • ..• · .•.. · ; I 

Background Instrument Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

(' 

SDS Shredder 
Run~jng Down 'I (·} t 

/ 

ATDU/OWS ·. 
Running Down I. · .... · L 

Area 8 -- Tanks 52,53,54 Run,!)i-Ag Down 1'7 ',.J,' .\ 
r·l ~ 

{Tanks 02through 04) 

• .. .,/ .· 

Distillation Unit 
Running Down c f·' 

/ 
.t"· 

/ 
.. 

i Tank 51· 
Running Down ·'; .·? 

,Py 

I 

r·: 

. . 

. 
! \,"" 

Tank 55 
Runninp Down ? #/f 

t. '\" 
i 
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-· D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

' 

' 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 ReGard K~eping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

' /)~.,o 
I tF, I \"'\Vi\_ 

Instrument. Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON. OR ~~) 

SDS Shredde" 

ATDU I OWS.·. 

Area 8 --Tanks 52,53,54 

Tanks 02throuah 04 

Unit Status 

Running I Down 

Runnfng I Down 

(' 

Distillation Unit I Runnij£' 

Tank 51 
Runni~ 

Tank. 55 
Runni~ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

_..., 

-
-

tv 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

. ......., 

-



.· D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

Condition 0.1.17 Record K~eping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ' 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status 

Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

i Vapor Recove'Y System: Running Down 

: CARBON . OR FtAJ~:~ 

SDS Shredde 
Ru~ptng 

Down 

i ATDU/OWS 
Running Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02throu h 04 

Distillation Unit 

Tank 51· 

Tank 55 
Running 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

' 

. . . 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Re~.;ord KEteping RequiremEtnts (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: .. 

k 
Shift: ([lrs~dr Second) 

~~.m~'·• 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON Of¥ ~f~R:~ 

' 

SDS Shred 
Runnfng Down 

ATDU/OWS 
Running Down 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02throu h 04 

Distillation Unit 
Running Down 

/. 

/;/ 

Tank 51-
Runnif19 Down 

/' 

Tank 55 
Runnil}g Down 
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.· " D. 1. CARBON ADSORPTION MONITOFh~G LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

~ Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

",r"'"""-"'"'"""'~'!""- . . 

'CARBOJ>.I OR FLARE* 

S9S'Shredder 

ATDU I OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Runnfng 

Running 

Running 

Running 
/ 

./ 

Ru~~g 

Runnin,g 
/ 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



.· D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Ret:ord Keeping Requirements (c) 

PCI shaH document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: .. :SvY: c \ lC<.:::; . 

Date of ln~ection: 

. 
~··· \ \.j 7 .· -. 

!Time: 

Shift: (~-~~~)or Second) 
.~ 

Monitor 10: ~'I 1 F:~·i ~- ;.f.\~~ 

Instrument. Calibration Gases: 
·.'::)C\)~ i t: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion ' 

YIN Date Time 

I 

1 
Vapor Recovery System: Running Down 

; 
. . /'""'"""'- ~--"',~ 

· CARBON OR (fLARE*', 

sos Shredder····~--
Runnfng DOW!} ,}· 

j 

j 

/ \ 
r 

/ 

• .•.•. 

i ATDU/OWS 
.. : Running Down (::::: ;~ 

·""'~$,. 
• I '>'!'''' t :;· 

\' ... 

I 

I .1. J'f·-.. / 

. '· .. 

Area 8 --Tanks 52,53,54 Running Down 
!,_:· . ·'''" 

\! .. ··· 
\.1 

(Tanks 02 through 04) 
.,_,1' 

1-~ 

-- -" 

Distillation Unit 
Running Down 

,5{'7 l/. 
'~~.. ) C', ji\ {V.) 

! 
i 

Tank 51· 
Running Down l ') ·s y:l '{\./ 

I 

/;/\ 
l 

Tank 55 
Running Down :<: \ I v~\ ~v 

1" • r..' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Ret:ord Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· ~/.A:trre /l ~~c:l rae 

Date ottnspectlou: 
rime: 

. \~~,"~ 

. . l-'-- I '-l 'il_ I. ~/ 

Shift: (First . ::second}; 
• 

Monitor 10: 
/11.~ .. IZA c;_ :2oc C:) 

lnstrument.Calibration Gases: ·~ 
_?- S a6a /~yA:~<::. 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

' 

Offsite Combustion 

YIN Date Time 

I Vapor Recovery-S_ystem: Running Down ;4 

, CARBON · o~~E;) 
/'/ C) C) 

/lJ - --

SDS Shredder 
Runnfng Down d /! ;v 

~/~ 

~ 

'•" ____ 

-~ 

..--~
 

ATDU I OWS 
Running Down 

77/ ( ?u J 
//' 

{) 

--- ,~,---

Area 8 -- Tanks 52,53,54 Running Down 
~/ 

IN 

J? 0 ~_q iJ 
_.. 

(Tanks 02 through 04) 
~/ 

1.-

~ 

?' 

Distillation Unit 
Running Down 

;J !)_ 
// /Q ( () I/ Gf 

~ - ~-

Tank 51- . 
Running Down-

176 9 !5 0 ll ) --- .....-----

~--

.. 

---

Tank 55 
Running D~, 7 f:1/ /,111/ ~ 7 II ;J - ~ 

--
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.· D. 1. CARBON ADSORPTION MONITORII\IG LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord K~eping Requirements (c) 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ,• 

(}tutl/dr 
Date of lnspecti~~

 · 

' ' 7~1'/ ~y 
!Time: J 

Shift: (First o.t <aeco~J.d.l 
.4 

Monitor ID: m /1 J ';~?.cc 2-d (J 

Instrument. Calibration Gases: 
/5 <C) 6 a/y/~>rr r? 

Background ·Instrument Reading: 
( 

trO 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

' ' 

{) 
Y/N Date Time 

Vapor Recov~tem
: Running Down r----

_Q 
;rJ 

,.c--

,// u· li 
~~ 

.---..., 

CARBON OR +AR~* 

SDS Shredder 
Runnfng ~ !f() J~ 7 0 ;!- til! -.- -- ~ 

ATDU/OWS 
Running ~0/ _(_ _9 ;f_ /J 

/ 7 () 
- ~-

,-----.... 

Area 8 --Tanks 52,53,54 Running o9Wf'r-
3 I Q I !1 jL/ 

(Tanks 02 through 04) 

·u 
~ 

'(~ .--...._ 

Distillation Unit 
Running D~ ~;; 7 ~ :) L ;vi 1---....._ 

--. 

i 

,-. -

Tank 51 . 
Running 07 I~ /4 1,}, j{) tJ !() 

'' 

"-. - ~ ' 

Tank 55 
Running Down tll I A ;vi 

' 

3j?7 I . 7' 

I 

/' 

,..___ 
I - ""' 

I 
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D. 1. CARBON ADSORPTION MONITORII\IG LOG FOR DAILY AND QUARTERLY 

. 
' 

ConditiOn 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 ReGard K~eping Requirements (c) 

PCI shall document compliance QY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· 

Shift: 

Background -lnstn.irrrent Reading: 

Location of Carbon 

Control Device 

Vapor Recov~~stem:
 

CARBON. OR ~~~ 
SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51· 

Tank 55 
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Unit Status 

Running 

Runnfng 

Running 

Running 

Running 
1'-

Runnipg 
/ 

Run~Jng 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Re<..:ord K~eping Requirem~
nts (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 
.. <"; /''~""2 \ ~-~) ' 

Date of lr.~spection; 
\ 

]Time: 
· •.. \.),,/ 

-., . I 

. /' '': \,./ ,, 

I 

Shift{(Firs~/or Second) 
.~ 

'< 

Monitor ID: 
, ~~·, ·,. r~:;c: .!·-I )r 

j 

Instrument. Calibration Gases: I.: / 
. . ·' ' 

•, .. 

Background Instrument Reading: 
i (_ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in I 

Control Device 

Insp. Replacement Roll Off Box No. for : 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
,I 

CARBON OR FLARE"' 

SDS Shredder 
Runnfng D~ 

(1 1 
., ~-· 

A TDU I OWS .·. ······· Running D~~ 
I ~-·~,. ~~~I {" Ft -··· ,.,~·. ··-, 

Area 8 --Tanks 52,53,54 Running Do~,J:L- . " 

(Tanks 02 through 04) 
/ 

. L .... 

Distillation Unit Run?g· D~/b/ ' ,. -~~~ • /I / i,, • 
.f' {(\,,· 

Tank 51 R~ 
Down0" 

\ .) c ·/ (~ /) It, \ 
/ 

'. 

/;i 

Tank 55 
Run~g Dowq,/ 

': •' ~( ' :.,,f v /p" 

., 

/,' ~~ 
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.· D. 1. CARBON ADSORPTION MONITORfKrG LOG FOR DAILY AND QUARTERLY 

Conditi~n D.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition D.1.17 Ret;ord KE)eping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CA:RBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

i v7 i 

Instrument. Calibration Gases: 

Background Instrument Reading: ( 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON.OR~ 

~ - -

SDS Shredder Run~ Down 
-- -

ATDU/OWS 
Running Down - - -

Area 8 -- Tanks 52,53,54 Rumyng Down 

Tanks 02throu h 04 

- ~ 
~ 

Distillation Unit Runn~. Down 

---- --

Tank 51· 
Runni~ Down -- ~ -

Tank 55 
Running Down 

l 
- - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: }) 
I ',;;o//'e/1 ;? &d JOC 

Date of lnspectio~J,;_ . ··t;j_ Time: 
)t-( I v /' 

Shift: (First or Second) 

Monitor ID: 
ft'1.--_ili' -~ ~ 

Instrument Calibration Gases: 
/ <::;t£; c-< ~ v I c'r'l C 

Background Instrument Reading: 
( 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down ;( 
- /-----1 ---~ 

/'-· 
0 

;i/ 
CARBON OR (FLARE*~ ~' 

SDS Shredder Running Down 
~ 

;1) 
~·-· [){,} Z(, ( 4 

ATDU I OWS Runnin_g... Down /1 AI <:" 7llf I d !?>? ' 

Area 8-- Tanks 52,53,54 RunninJ! ... - Down /) Jl it/ 
I 

(Tanks 02 through 04) 
/' 15 I I tJ 

I 

Distillation Unit Running_ Down I ), -~ jJ ;V /- ~;? J' )_L( 

Tank 51 Running Down 

'21(33 t-f. I A ;1/ 
// 

() 

1 Tank 55 Running" Down j) l1) 
t;_/ 

I 

( 
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-· D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

·· l, Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI s.hall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Date of Inspection: 
1 . . . . J\.A. \.f 

-
~
~
 ~~

~~~
~~-

Shift:~tpr Second) 

Monitor ID: 

Instrument. Calibration Gases: 

Background lnstrumenTReaCiiif9 : 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON 0 

SDS Shred 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51· 

Tank 55 
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Unit Status 

Running I Down 

Run? 

Run~ 

Rurg 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

,..---

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-

-
.,__.. 
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D. 1. CARBON ADSORPTION MONITORINGLOG FOR DAILY AND QUARTERLY 

' 
' 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condit ion D. 1.17 Ret.:ord K~eping Requirements (c) 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Monitor ID: 
l 

Instrument. Calibration Gases: 

Backgroundlnstrurrient Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

.· -~-

-- ~ --
CARBON 0 

1 1=I:ARE) 

SDS Shred Runnfng Down 
/ 

- - ---

ATDU/OWS Run~ Down - - -
Area 8 --Tanks 52,53,54 RunnJP-9 Down 

Tanks 02throu h 04 

- - -
Distillation Unit Run7g_ Down 

~ - -~ 

Tank 51· Running Down - .- -

Tank 55 Runnjlg Down --
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 ReGard K«;!eping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
---

Inspector: 

I 

Instrument. Calibration Gases: 

Backgroundlnstrurrient Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -~-.--- ·..---

Run~g Down - ~ -
ATDU I OWS Runn)P-g Down f --- ~ 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
//' - - ~-

Distillation Unit Running Down 
(' - - --

Tank 51 Runn~g Down - --
Tank 55 Running Down 

/ 
- ~ 

-~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 ReGard KE?eping Requirements (c) 
PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

{\\ 

Instrument. Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON.OR ~ --- - -
SDS Shredder Runnfng Down -- -
ATDU I OWS Ru/ing Down - - ~ 

Area 8 --Tanks 52,53,54 Ruring Down - -
Tanks 02throu h 04 -

Distillation Unit Runfng. Down - ~ -
Tank 51· Runn~g Down 

I - -
Tank 55 Runn~ Down 

S. 
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.· 
D. 1. CARBON ADSORPTION MONITORkiG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Re~.;ord KE?eping Requirements (c) 

PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument. Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 
Unit Status 

Vapor Recovery System: I Running I Down 

CARBON.OR@ 

SDS Shredder I Runnfng Down 
/ 

ATDU I OWS 1 Running Down 

/ 

Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02throu h 04 

Distillation Unit Down 

Tank 51 1 Running I Down 

Tank 55 1 Runn!!W I Down 

Revised 2/10/09 ·.'<, 
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Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORn...tG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Ret..:ord Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 
I 

Instrument_ Calibration Gases: 

Background TnstrLm1ent -Readin-g: 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: Running I Down 

Rnnnfng 

Ruru11ng 
./ 

Area 8-- Ta.g_ks 52,53,54 •[11~~/-1 I Down 

Tanks 02thf~~h 04) _ . ,. 

Distillation Unit '~ '(~. j·Rur · ~ 1 o- ./1 
~ .. .:.-.'\.:_-t I 

Tank 51 Ru,:~g Down 

Tank 55 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

V") 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

~ 

-
-.._ 

-



.· 
D. 1. CARBON ADSORPTION MONITOR1,,.G LOG FOR DAILY AND QUARTERLY 

..,""~· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

~ Condition 0.1.17 Re<..:ord Keeping Requirements (c) 

}J. 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Instrument. Calibration Gases: . 
.TSO 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running 

CARBON OR FLARE* 

-

SDS Shredder Runnf11g 
~ - -

ATDU I OWS ·. Running -
/ 

- -
Area 8 --Tanks 52,53,54 Runninq Down 

Tanks 02throu h 04 / ----- - -
Distillation Unit Runnio.g- Do/ - ,..._ -
Tank 51· Runnincr Down 

/ - - -
Tank 55 Ru/ci 

~ 

__.. 

Revised 2/10/09 · 
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D. 1. CARBON ADSORPTION MONITORn~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
' Condition 0.1.17 ReGard Keeping Requirements (c) 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: .· 

f')LY!"/'.:;':/1. b~1727€' 
Date of inspection: '-{ · 
. :Ju\~ 2-S I 

J Time:-/ 
'.) 

Shift: (First o~o_!igp 
.~ 

Monitor 10: 
/11 ~~~ !2a e 2~ 1c) 

instrument. Calibration Gases: 
o 0l 'I lt11e 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recove~ystem: Running Down 

CARBON . OR ~AR~ ~ A- JIU ---- - -
SDS Shredder"---/ Runnfng Down 

J 1' \ {5 ;1 lU ---~ 
~ / 

ATDU I OWS Running Down 

1.2.7 / L( It IV I 
/ J.>l 5 D ---- ----- --, I 

Area 8-- Tanks 52,53,54 Running Down 
I. ( !J 

..,---
I ~ {5.- 1\) 

~ 

(Tanks 02through 04) /ly 
I I 

..,/ 

Distillation Unit Running Down 

/J tJ / CJ {.) - -- -M 

Tank 51· . Running D~n 

_t?/Y 'J_J J AJ c- - I L1 -
Tank 55 Running D~ 

~ r7 ( \tt ! \ 

I 

I \ -~ ~[} ___ -

~- -- ~ 
·- -· 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
' Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

.. f)t>/f't:fYJ ,;; a{_c;/,~_e 
Date of lr.tspection: . I 

· · lL\\( JL{ j'--
I Time: "' 

. ..5 .·}'c.) 

Shift: (First dr ~cOM) 
.~ 

-. 

Monitor ID: 
fit/,) ~e 2CIOCJ 

Instrument. Calibration Gase~ . 
. . /so 6 (/ ry /e/1 c 

Background Instrument Reading: / 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery _§ystem: Running Down 

CARBON . OR (!(~* ~' 
(")' A !U ..--' ~· ,..........-· 

SDS Shredder Runnfng / 15.7 A N c c .. ,--- ,.---· 

ATDU I OWS Running D~ 
7~'7o/ u LR,) 1!- )11 ,c·' .,.....- ----

Area 8 --Tanks 52,53,54 Running om 
.Q h ill ~ 

(Tanks 02throu_g_h 04) I~ /)7 1 '2.0. ......- ,---

Distillation Unit Running .. ·e- '5.7 (1l__2_ ;J ;J ~ l &.1 ( 
~· 

.· 
__.. 

Tank 51 Running om c rJ ~'94/ 0 /) L / 
.. / 

Tank 55 .. Running D~ 
(;;){(~ l(~ { 1 >? c f\1 _... ~ _....... 

I 
I 

Revised 2/10/09 
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.· ' D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

PCI shall document compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ,• 

Date of 15'pection: 
. . ' '-'\, :L 7 
Shift:~tor econd) 

Monitor ID: 
I V1 j 

Instrument. Calibration Gases: 

Background Instrument Reading: t. 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running 
~ ~ -

CARBON OR FLARE* 

SDS Shredder Runnfng 
/ - - -

ATDU I OWS · Run/ ~ r----. --- - ·/ 

Area 8 --Tanks 52,53,54 Run')P9 - -- - /~ 
Tanks 02 throu h 04 
Distillation Unit Runnr. 

' --- - -

Tank 51· Runn~ -- -

Tank 55 RunnJP!l -- ,___... 

- -- ----

Revised 2/10/09 



.· 
D. 1. CARBON ADSORPTION MONITORh'IG LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.) 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Ret.:ord K~eping Requirements (c) 
PCI shall document compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 

( Offsite Combustion 
Y/N Date Time 

Vapor Recovery System: Running Down 
~ ----- -

Runn? Down --- -
ATDU I OWS ·. Runn7 - ·-
Area 8 --Tanks 52,53,54 Runn~ S'-i:O 

Tanks 02throu h 04 
Distillation Unit - __.. 

Tank 51· - ~ -

Tank 55 - - -
Revised 2110/09 



.' 
D. 1. CARBON ADSORPTION MONITORniG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

' Condition 0.1.17 Re~;ord Keeping Requirements (c) 

' 

l 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION --

Inspector: -:l-;· 
f\!L~ 

Date /Inspection: 
. ~/\'-'\ 

I Time: 
";IUJ 

Shift: (~or Second) 
.~ 

/II 
Monitor ID: ._ (ZC\ 

Instrument Calibration Gases: 
~-\:- :JCJ bu +·-11 ~:,_ l ~~ 9 ifu1r-

Background Instrument Reading: 'l' 

I \ 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Run,~ Down / 
~ ____. ~ 

CARBON OR FLARE* -
SDS Shredder Rup_9fng Down 

l cz) ir -~ /' 

ATDU I OWS Run,~g Down 
0 11 )\ JrO ------------Area 8 --Tanks 52,53,54 Ru~Jng Down 

31 \ .0 A --- ---(Tanks 02through 04) 
/ 

\ 

Distillation Unit Run~g· Down 3,7 ~ ,:._--- -----
Tank 51· Run~jtg Down ? )---- ~ 

'. 
r ,_.---

Tank 55 Running . Down C) !,)__ 
~ 

l.__.._---· -
Revised 2/10/09 



.· 
D. 1. CARBON ADSORPTION MONITOR.rr'IG LOG FOR DAILY AND QUARTERLY 

' ' 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

• ' Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPT:U:ONSYSTEM INSPECTION 
Inspector: · 

•. / 
Date~?f l~spection: 

/ _,,- ~ <./; o= 

I Tim~: 
Shift: (Firs~.or Second) 

\" ~,-- " 

.. ~ 

Monitor ID: 

Instrument_ Calibration Gases: 

Background ·Instrument Reading: 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder Runnfng Down 

ATDU I OWS I Runni"l)g 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02throu h 04 I 

Distillation Unit Running Down 

!" 

Tank 51· Running Down 

Tank 55 Runl}ilig 
v" 

Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

/ 

I 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

-~-1~ 

====-- I ~,=-,-~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

' 
. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Re~.;ord K~eping Requirements (c) 

PC! shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ,. 

Monitor ID: 

Instrument Calibration Gases: 
.r 

Background Instrument Reading: 
\ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Rujg Down 

CARBON OR FLARE* 
-

SDS Shredder Ru~g Down -----··· 
ATDU I OWS Rune/ Down 

' Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
-----------

' Distillation Unit Running ~ 

Tank 51 
-~ 

Tank 55 
--------- ------- ----
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